SITE BID ALTERNATE LIST:

—_— = — \\’I\\ i//// _____ / /
BID ALTERNATE #1.: \ . \\\\\\\\ S
ELIMINATE LOADING DOCK PAVING AND LOCATION OF THE REMOTE FUEL STORAGE TANK AND BOLLARDS \t Matchline See Sheet CS T —= — —
AS SHOWN ON CS108. DUE TO REMOVAL OF LOADING DOCK PAVING THE LIMITS OF DEMOTION (CS105) I —— i_t —_- m-E—_—_———- - \‘1\_\\ - tJ
AND PAVEMENT REPLACEMENT (CS108) ARE MODIFIED. SEE LP106FOR MODIFIED LANDSCAPE PLANTINGS. T = = —_ % — = J
1r———— — = -
BID ALTERNATE #2: e e e ==__
ELIMINATE TEMPORARY CONSTRUCTION ACCESS AND CONCRETE WALKS, STEPS, RAMPS, PLANTER WALLS, Contractor o consider maintenance of traffic during construction. S — == __
UNDERDRAINS, RAINWATER HARVESTING SYSTEM AND IRRIGATION IN COURTYARD AREA AS SHOWN ON trgg;stggcgilfrlirzggmﬂz?:tei*;ﬂlcemgfin}(gci;;ﬁ?igmgrcg; ane tLOdnewig; e - = —
SHEET LP105. SIDEWALK TO REMAIN INCLUDES WALK ON SOUTH AND EAST SIDES OF BUILDING AND Department of Veteran's Affairs staff. See Detail C, CS104 for = ‘\\\\\\\\I[
PORTIONS EXITING THE NORTH SIDE OF THE ELEVATOR LOBBY AREA. SEE CS109AFOR CLARIFICATION OF patching of existing pavement associated with proposed utility work. — = o —d—_
ANY SIDEWALKS TO REMAIN IN CONTRACT. SEE LP105FOR ELIMINATION OF PLANTINGS. - o — =
- \/6/ - — =
" BID ALTERNATE #3: e i _
E EXTEND LIMITS OF GRADING TO SINGLE WIDE CORRIDOR (SEE ARCHITECTURAL DRAWINGS FOR LIMITS yd T
© OF SINGLE WIDE CORRIDOR). \ e —_ !
5 N
I BID ALTERNATE #4: \\ - -
0 DELETE CONNECTING CORRIDOR, ADD RETAINING WALL AND PEDESTRIAN WALK BRIDGE (SEE C w
G - STRUCTURAL PLANS FOR DETAILS OF RETAINING WALL AND BRIDGE). ADD 6' WIDE WALK CONNECTION \\ \ \ ©
= FROM 501 BUILDING TO PROPOSED DEMENTIA BUILDING, REDUCE LIMITS OF UPPER COURTYARD
S CONCRETE INSTALLATION. FOR GRADING MODIFICATIONS AND CLARIFICATION OF SCOPE, SEE CS109A. \\ \ \ &
i INSTALL LOW VOLTAGE DUCT BANK PER MECHANICAL PLANS. \
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L / © an?:octor to verify all existing utility
\( locations prior to construction.
Contractor t id di t and
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\ Electric line per ES—Series Drawings.
R - // / Alignment in civil drawings is for
2 \ referencg only and should be per
y / ( ES—Drawings.
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o ) Contractor to consider maintenance of traffic during construction. —_
\ \ ® i= \ \ Construction operations shall maintain minimum of one lane of _ — _
Y \ \ travel at all times. Maintenance of traffic to be coordinated with 7
\ \ Department of Veteran's Affairs staff. See Detail C, CS104 for _
\ \ potihing of existing pavement associated with proposed utility J— /7&
n work. -
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Key Notes

Roof Drain Connection Location
(Sitework limits to 5" outside building)

Rainwater Collection System Roof
Drainage Connection Location

@ ®

Sanitary Sewer Connection Location
(Sitework limits to 5’ outlside buidling)

Fuel Oil Tank

Contractor to Verify As—Built Water

Elevations and ensure 24" clearance
to sanitary lateral

D D B

2.5’ Sanitary Lateral Riser between
Water Main and Proposed Buidling

Notes

Location of existing utilities indicated on these plans is
approximate. Contractor shall verify location of all
existing utilities prior to construction.

No blasting is allowed on-—site.

See Detail C, CS104 for patching of existing pavement
associated with proposed utility work.

See Specification 31 20 11 for backfill requirements
with utility excavation.
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